


Green –> GROUND

Black –> HOT (power

from

circuit box)

Red –> LOAD

(power

to lamp)

TOP

Green –> GROUND

Terminal

Black –> HOT (power

from circuit box)

LL

White –> 

        NEUTRAL

Red –> LOAD (power

to lamp or fan)

Wiring for the RS-100BA does not require a neutral. Wiring for the RS-150BA and RS-150BA-N models
requires a neutral.
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Installation &
Wiring

Pub. No. 22802

Ordering
Information

Specifications • 120 VAC, 60 Hz
• Load requirements: RS-100BA, 25-500W incan-

descent; RS-150BA and RS-150BA-N, 0-600W
incandescent, fluorescent, compact fluorescent
(CFL), magnetic low voltage (MLV) and electronic
low voltage (ELV), 1/6 hp

• Neutral required (RS-150BA & RS-150BA-N)

• Coverage: 180°, max.600 ft2 (56m2)
• 2.63" x 1.69" x 1.88" (67.8mm x 42.9mm x

47.8mm) L x W x D
• UL and CUL listed; five-year warranty

Wiring Without Neutral Wiring With Neutral

RS-100BA-W

RS-100BA-I

RS-100BA-LA

RS-100BA-B

RS-150BA-W

RS-150BA-I

RS-150BA-LA

RS-150BA-B

RS-150BA-N-W

RS-150BA-N-I

RS-150BA-N-LA

RS-150BA-N-B

White

Ivory

Lt. Almond

Black

White

Ivory

Lt. Almond

Black

White

Ivory

Lt. Almond

Black

120 VAC, 60 Hz

Catalog No.             Color           Special Features Voltage             Load Requirement              Coverage

One ASP-211 single-gang cover plate included. Order ASP-422 for blank two-gang cover plate, ASP-432 for two-gang cover
plate with switch option. 

25-500W incandescent

0-600W incandescent, flu-
orescent, CFL,  MLV and
ELV, 1/6 hp

180°, max.600 ft2

(56m2)

www.wattstopper.com
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Nightlight

Controls &
Coverage

Controls Coverage 

25'
(7.6m)

12'
(3 7m)

4.0'
(1.2m)

25'
(7.6m)

floor

Lens

Lighted switch ON/OFF
button 


	RS100BAW: Off
	RS100BAI: Off
	RS100BALA: Off
	RS100BAB: Off
	RS150BAW: Off
	RS150BAI: Off
	RS150BALA: Off
	RS150BAB: Off
	RS150BANW: Off
	RS150BANI: Off
	RS150BANLA: Off
	RS150BANB: Off


